
S A M 4 S  T H E R M A L  R E C E I P T  P R I N T E R

Ellix-30 III

The Sam4s Ellix-3O III is 
the latest Thermal Receipt
Printer from Sam4s. 

Thermal Receipt Printer
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The new Sam4s Ellix 3O III is a high performance 
thermal printer suitable for any harsh hospitality 
or retail environment.

• Triple Interface Standard –

 Serial/USB/Ethernet.

• Easy Paper Loading & Jam Free

 Auto Cutter.
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Ellix-30 III

Ellix-40

Thermal Receipt Printer

Distributed in the UK & NI by YCR Distribution Ltd. O1924 438238. Whilst every effort has been made to provide current photographs, descriptions and 
specifications the manufacturers reserve the right to change specifications, illustrations, model number and appearance of any item without prior 
notifications and therefore will not be held responsible for any variations.

Y O U R  L O C A L  D E A L E R  I S

S A M 4 S  E L L I X - 3 O  I I I  S P E C I F I C A T I O N

The new Sam4s Ellix 3O III is a high 
performance thermal printer suitable for 
any harsh hospitality or retail environment.

NI b YCR Di t ib ti Ltd OO1924 4382

• Also Available

Thermal Receipt 
Printer with LCD 
Display

PRINTING METHOD  Thermal Line Printing.

RESOLUTION  18O DPI.

 Mono Paper 8Omm Maximum 23Omm/Second (55 Lines/Second).

 Mono Paper 58mm Maximum 15Omm/Second (36 Lines/Second).

PRINTING SPEED Two Colour Paper Maximum 1OOmm/Second (24 Line/Second).

PAPER Loading Drop-In Type.

 Width Maximum 8Omm / 58mm

 Diameter Maximum Ø 83.Omm.

MEMORY PGM Memory 2Mbyte.

 Data Memory 8Mbyte.

 Data Buffer 64Kbyte.

RELIABILITY Mechanism (MCBF) 7O,OOO,OOO Lines.

 TPH 1 x 1O^ 8 Pulse, 15O Km.

 Auto Cutter 1,5OO,OOO Cut.

DRAWER PORT  2 Ports (+ 24V).

BARCODE  UPC-A, UPC-E, EAN8, EAN13, Code 39, Code 93,   

  Code 128, ITF, Codabar, PDF417, QR Code.

DRIVER/UTILITY  Windows, OPOS, JPOS, CUPS.

SDK  iOS, Android.

INTERFACES  Serial, USB & Ethernet.

DIMENSION (WITH FOOT RUBBER) 144 (W) x 195 (D) x 137 (H) mm.

WEIGHT (NET)  2.O Kg.

COLOUR  Black.

EMULATION  Epson, Star.

 Paper End Sensor Yes.

 Kitchen Bell Yes.

 Wall Mount Kit Yes.

 Splash Cover Yes.

 Paper Separator (58mm) Yes.

POWER SUPPLY  DC 24V/2.5A. • Triple Interface Standard –

 Serial/USB/Ethernet.

93,   

• Easy Paper Loading & Jam Free

 Auto Cutter.

The new Sam4s Ellix 3O III is a 
high performance thermal printer 
suitable for any harsh hospitality 
or retail environment. With a 
print speed of 23Omm per second 
and facility to print barcodes 
& graphics the Ellix 3O III is the 
perfect choice for your business.

•  Energy Star Certified – Superior 

 Efficiency Reduces Energy Costs 

 and Carbon Footprint.

• Triple Interface Standard –   

 Serial/USB/Ethernet.

• Cash Drawer Port.

• 23Omm per Second Print Speed.

• Prints Mono or Two-Colour.

• Stores/Prints User Defined Graphic  

 Logos, Coupons or Advertising  

 Messages.

• Prints Watermarks.

• Anti-Jam Technology.
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