
SUNMI D2s COMBO Smart Desktop Terminal
Four in one. Get what you need in one go.

A D2s COMBO comprises one or two displays, a printer, a keyboard 

and a cash drawer in one, which is specifically designed for business.

Get What You Need In One Go

The integrated design featuring orderly cabling not only downsizes 

the area occupied, but also makes D2s COMBO eye appealing to customers.

Clear Your Table At One Stretch

Accessories including other barcode scanners and receipt printers 

can be easily connected for use.

Various Ports For Accessories

Optional Accessories

Small but speedy.
SUNMI 89-Key POS Keyboard

The reliable cash drawer for you.
SUNMI Mini Cash Drawer

SUNMI D2s COMBO Tech Specs

Processor
Config 1/2/3: Cortex-A17, 
quad-core 1.6GHz 
Config 4/5/6: Quad-core
Cortex-A55 2.0GHz

OS
Config 1/2/3: SUNMI OS
(*based on Android 7.1)
Config 4/5/6: SUNMI OS
(*based on Android 11)

Product Model
Config 1: L1551 (single-display version)
Config 2: L1552 (dual-display (small+big) version)
Config 3: L1553 (dual-display (big+big) version)
Config 4: L1591 (single-display version)
Config 5: L1592 (dual-display (small+big) version)
Config 6: L1593 (dual-display (big+big) version)

Memory
Config 1/2/3: 
2GB RAM+8GB ROM
Config 4/5/6: 
2GB RAM+16GB ROM
Config 4/5/6: 4GB RAM+
64GB ROM(optional)

Printer
Built-in 58mm thermal 
printer
Print speed: 160mm/s
Printer life: 50km 
Paper roll: φ60mm 

Buttons
1* Power on/off button 
(lock screen button)

LAN
LAN 100M

Bluetooth
Config 1/2/3: 2.1/3.0/4.2 
support: BLE 
Config 4/5/6: 2.1/3.0/4.0/
4.2/5.0

External Memory
1*MicroSD (TF) 
Config 1/2/3: up to 64G
Config 4/5/6: up to 1TB

Ports
5* USB Type A port
1* RJ11 Serial port
1* RJ12 Cash drawer port
1* RJ45 LAN port
1* Audio Jack
1* Power port
1* Micro USB debug port

Camera
Config 1/4: NA
Config 2/3/5/6: Facial
recognition camera 
(optional)

Speaker
1* 3W

Wi-Fi 
Config 1/2/3：2.4GHz
support:IEEE 802.11 b/g/n 
Config 4/5/6：2.4GHz/5GHz 
support:IEEE 802.11 a/b/g/
n/ac

Config 1/4: Main: 15.6" FHD, 1920*1080 Capacitive multi-touch
Config 2/5: Main: 15.6" FHD, 1920*1080 Capacitive multi-touch
Secondary: 10.1" HD, 1024*600 Capacitive multi-touch 
(support facial recognition camera)
Config 3/6: Main: 15.6" FHD, 1920*1080 Capacitive multi-touch
Secondary: 15.6" FHD, 1920*1080 Capacitive multi-touch 
(support facial recognition camera)

Display

Dimensions (L*W*H)*
Config 1/4: 332.6*381.6*463.3mm
Config 2/5: 332.6*381.6*485.5mm / 332.6*381.6*521.6mm (with facial recognition camera)
Config 3/6: 350.0*381.6*548.4mm / 350.0*381.6*577.9mm (with facial recognition camera)

Total Weight*
Config 1/4: 6.75Kg
Config 2/5: 7.53Kg
Config 3/6: 8.31Kg

Environment
Working temp.: 0℃~40℃
Storage temp.: -20℃~60℃

Accessories
1* Cash drawer
1* Keyboard
1* Keyboard holder

Input: AC 100～240V/1.7A
Output: DC 24V/2.5A

Power Adapter

*Data regarding dimension and weight tested internally at SUNMI labs, actual results may be 
slightly different according to different measurement methods.


